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INTRODUCTION

Welcome!
This catalog includes our offering of:

o Charpy Level 1 parts (meeting minimum energy absorption of 20 joules @ -20°C)
e Charpy Level 2 parts (meeting minimum of 50% shear fracture @ -45 °C)
o Fittings made with alternate materials

We can design custom yoke plates of various shapes, sizes, strengths, thicknesses and hole
spacing. We can also work with your hardware string set designs and provide an arrangement
using PLP hardware. Contact PLP Canada for details.
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Tangent Suspension Single Conductor (220-240kV)

EiLL OF MATERIAL
SYM | PART NUMBER DESCRIPTION oTY
i AS-133C ANCHOR SHACKLE - 155kN 1
2 BYC-120C BALLY-CLEWIS 1
254 — 3 CE5-1123C CUSHION-GRIP SUSPENSION 1
4 SES184C SOCKET EYE - 30,000 LES 1

-

:E O

SCALE 0.070

NOTES:

1. MEETS CSA C83 REQUIREMENTS FOR ENERGY ABSORPTIONTOUGHNESS
ALL PARTS MEET MIMIMUM ENERGY ABSORPTION OF 20 JOULES & a0'c

2 FOR ITEM 2, HOTLINE BALL Y-CLEWIS AVAILABLE

Catalog Number Charpy Rating
H-1410068 Level 1

Aluminum-based conductor ranges: from 0.312 inches (7.9 mm) to 2.001 inches (50.8 mm).
Please specify your conductor size when you place your order.

Note: Insulators are not included
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Tangent Suspension Single Conductor V-String (220-240kV)

EiLL OF MATERIAL
SYM | PART NUMSER DEZCRIPTION omr
i AS-133C ANCHOR SHACKLE - 155kN 2
2 BYC-120C BALL Y-CLEWIS 2
3 CEE-1123C CUSHION-GRIP SUSPENSION 1
4 SYC-120C SOCKET Y-CLEMVIS 2
5 ¥C-5308C ¥-CLEW1S, 1-1116" CHARPY APPROVED 1
& ¥P-5303CHD YORE PLATE 1

188

NOTES:

1. MEETS C3A C83 REQUIREMENTS FOR ENERGY ABSCRPTIONTOUGHNESS
ALL PARTS MEET MINIMUM ENERGY ABSORFTION OF 20 JOULES & ar'c

2 FOR [TEM 2, HOTLINE BALL Y-CLEWIS AVAILABLE

Catalog Number Charpy Rating
H-1410069 Level 1

Aluminum-based conductor ranges: from 0.312 inches (7.9 mm) to 2.001 inches (50.8 mm).
Please specify your conductor size when you place your order.

Note: Insulators are not included
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EHV Tangent Suspension Double Conductor (330-345kV)

EiLL OF MATERIAL
37 SYM | PART NUMBER DESCRIPTION (108
i i AR-1330 ANCHOR SHACKLE - 155kM i
2 BYC-120C BALL Y-CLEWS i
188 - 3 CEE-1120C CUSHION-GRIP SUSPENSION 2
: 254 4 SYC-12DC SDCKET Y-CLEWIS i
5 ¥C-5200C Y-CLEWS, 1-1/16" CHARPY APPRONED 2
6 YPSI0EC YOKE PLATE i
= ®
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1. MEETS CSA £83 REQUIREMENTS FOR ENERGY ABSORFTIONTOUGHNESS “; Bl
ALL PARTS MEET MINIMUM ENERGY ABSORPTION OF 20 JOULES @ 207 C
2 FOR [TEM 2, HOTLINE BALL Y-CLEVIS AVAILABLE SCALE 0.070

Catalog Number Charpy Rating
H-1410070 Level 1

Aluminum based conductor ranges: from 1.546 inches (39.2 mm) to 2.001 inches (50.8 mm).
Please specify your conductor size when you place your order.

Note: Insulators are not included
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Ball Y-Clevis

BYC-120C

g , sl
' AT ;
AN ;

107 mm

—HALL DESIGNEDTO CSA CS-5
{ANS] CLASS 52-5)

BYC-220C

—  Ball designed to CSA-11

Ball Y-Clevis fittings are used to attach ball and socket insulators to associated hardware

within an insulator string. The bent bolt on the Y section allows for additional articulation within
the assembly. All Ball Y-Clevis fittings are tested to meet CSA C83 requirements for energy

absorption/toughness.

Charpy Level 1 parts meet minimum energy absorption of 20 joules @ -20°C
Charpy Level 2 parts meet minimum of 50% shear fracture @ -45 °C

Bolt Diameter

3/4"

Body Bent Bolt Cotter Pin

Forged Galvanized Steel Galvanized Steel Stainless Steel
Catalog ANSI Class Rated Strength Standard Cha.rpy
Number Package Rating
BYC-120C 52-3 and 52-5 120kN 25 Level 1
BYC-220C 52-8 and 52-11 220kN 25 Level 1
BYC-120C-L2 | 52-3 and 52-5 120kN 25 Level 2
BYC-220C-L2 | 52-8 and 52-11 220kN 25 Level 2
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Ball Y-Clevis - Hot Line

HLBYC-220C b HLBYC-120C "
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Hot line Ball Y-Clevises are used to attach ball and socket insulators to other associated
hardware within an insulator string. Shoulders are provided to accommodate hot line tools and
the bent bolt in the Y-section provides an additional point of articulation within an assembly.

All Ball-Y Clevises are tested to meet CSA C83 requirements for energy absorption /
toughness.

Charpy Level 1 parts meet minimum energy absorption of 20 joules @ -20°C
Charpy Level 2 parts meet minimum of 50% shear fracture @ -45 °C

Body: Forged Galvanized Steel
%" Bolt: Galvanized Steel
Cotter Pin: Stainless Steel

Catalog ANSI Rated Strength Charpy
Number Class kN Pounds Rating
HLBYC-120C 52-3 and 52-5 120 26,900 Level 1
HLBYC-220C 52-8 and 52-11 220 49,500 Level 1
HLBYC-120C-L2 52-3 and 52-5 120 26,900 Level 2
HLBYC-220C-L2 52-8 and 52-11 220 49,500 Level 2
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Ball Clevis

BC-120C

BC-220C

1.94 1N

470IN

Body Bolt Cotter Pin

Forged Galvanized Steel Galvanized Steel Stainless Steel

Meets CSA C83 requirements for energy absorption/toughness.

Charpy Level 1 parts meet minimum energy absorption of 20 joules @ -20°C
Charpy Level 2 parts meet minimum of 50% shear fracture @ -45 °C
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Catalog ANSI Bolt Rated Ultimate Breaking Charpy
Number Class | Diameter Strength Strength Rating
BC-120C 52-5 5/8" 120kN 138kN Level 1
BC-220C 52-11 3/4" 220kN 253kN Level 1
BC-120C-L2 52-5 5/8" 120kN 138kN Level 2
BC-220C-L2 | 52-11 3/4" 220kN 253kN Level 2

Preformed Line Products (Canada) Limited
Visit our website at: www.preformed.ca  Email: sales@preformed.ca
1711 Bishop Street, Cambridge, Ontario, Canada, N1T 1N5
Phone: 519-740-6666 Fax: 519-740-7917

Page 13



- PREFORMED LINE PRODUCTS

Cq NAOY

Ball Clevis - Hotline

HLBC-220C
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Cotter Pin

Body Bolt

Forged Galvanized Steel Galvanized Steel Stainless Steel

Meets CSA C83 requirements for energy absorption/toughness.

Charpy Level 1 parts meet minimum energy absorption of 20 joules @ -20°C
Charpy Level 2 parts meet minimum of 50% shear fracture @ -45 °C

Catalog Number CSA Type Rated Strength Charpy
Rating

HLBC-120C CS-5, Fitting No.2 120kN Level 1
HLBC-220C CS-11, Fitting No.4 220kN Level 1
HLBC-120C-L2 CS-5, Fitting No.2 120kN Level 2
HLBC-220C-L2 CS-11, Fitting No.4 220kN Level 2
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Oval Ball Eye
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Body: Forged Galvanized Steel
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Meets CSA C83 requirements for energy absorption/toughness.
Charpy Level 1 parts meet minimum energy absorption of 20 joules @ -20°C

Charpy Level 2 parts meet minimum of 50% shear fracture @ -45 °C

ANSI Rated Charpy

Catalog Number CSA Type Class Strength Rating
OBE-120C CS-5, Fitting No.1 52-5 120kN Level 1
OBE-120C-L2 CS-5, Fitting No.1 52-5 120kN Level 2
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